Amendments to the Specification 

Please replace the paragraph bridging pages 2-3 with the following paragraph: 

In connection with papermaking processes, fabric molding has also been employed as 
a means to provide texture and bulk. In this respect, there is seen in United States Patent No. 
6,610,173 to Lindscy Lindsay et al a method for imprinting a paper web during a wet 
pressing event which results in asymmetrical protrusions corresponding to the deflection 
conduits of a deflection member. The '173 patent reports that a differential velocity transfer 
during a pressing event serves to improve the molding and imprinting of a web with a 
deflection member. The tissue webs produced are reported as having particular sets of 
physical and geometrical properties, such as a pattern densified network and a repeating 
pattern of protrusions having asymmetrical structures. With respect to wet-molding of a web 
using textured fabrics, see, also, the following United States Patents: 6,017,417 and 
5,672,248 both to Wendt et al\ 5,508,818 to Hermans et al and 4,637, 859 to Trokhan. With 
respect to the use of fabrics used to impart texture to a mostly dry sheet, see United States 
Patent No. 6,585,855 to Drew et al, as well as United States Publication No. US 2003/00061 
2003/0000664 . 

Please replace the paragraph appearing on page 37, lines 1 1-26, with the following 
paragraph: 

The creping adhesive used on the Yankee cylinder is capable of cooperating with the 
web at intermediate moisture to facilitate transfer from the creping fabric to the Yankee and 
to firmly secure the web to the Yankee cylinder as it is dried to a consistency of 95% or more 
on the cylinder preferably with a high volume drying hood. The adhesive is critical to stable 
system operation at high production rates and is a hygroscopic, re-wettable, substantially non- 
crosslinking adhesive. Examples of preferred adhesives are those which include polyvinyl 
alcohol) of the general class described in United States Patent No. 4,528,316 to Soerens et al 
Other suitable adhesives are disclosed in co-pending United States Provi s ional Patent 
Application Serial No. 60/372,255 10/409.042 . filed April ±2 9, 2002 2003 (United States 
Patent Publication No. 2005/0006040 AL published January 13. 2005) . entitled "Improved 
Creping Adhesive Modifier and Process for Producing Paper Products" (Attorney Docket No. 
2394). The disclosures of the '316 patent and the '255 application are incorporated herein by 
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reference. Suitable adhesives are optionally provided with modifiers and so forth. It is 
preferred to use crosslinker sparingly or not at all in the adhesive in many cases; such that the 
resin is substantially non-crosslinkable in use. 



